UNWIND SYSTEMS

Support roller unwind system AZ-T

for single or multi track production with

motorized drive, dancer controlled.
Unwind system AZ-O with frequency

controlled surface unwind.

Unwind system AZ-O-2 (single or
double track) with optional reel lift.

APPLICATION FIELDS

Y-hoods and 138 degree liner for

4-loop FIBC.

TECHNICAL DATA*

Working width

Bag length

Film thickness (Rewound bags)
Film thickness (Single bags)

Length control
Performance

* Subject to technical modifications.

1200, 1600, 2000, 2400,
3000, 3600 mm

1000 — 4300 (6000 mm)
2 x 0,030 — 4 x 0,250 mm
2 x 0,050 — 4 x 0,250 mm
inf. variable up to 1000 m
ca. 20 — 25 cycles/min.

Different lengths and film thickness on request.
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1600, 2000, 2400, 3000
3600 mm

1000 — 4300 (6000 mm)
2 x 0,030 — 4 x 0,250 mm
2 x 0,050 — 4 x 0,250 mm
inf. variable up to 1000 m
ca. 20 — 25 cycles/min.

1600, 2000, 2400, 3000
3600 mm

1000 — 4300 (6000 mm)
2 x 0,030 — 4 x 0,250 mm
2 x 0,050 — 4 x 0,250 mm
inf. variable up to 1000 m
ca. 20 — 25 cycles/min.

1200, 1600, 2000, 2400,
3000, 3600 mm

1000 — 4300 (6000 mm)
2 x 0,030 — 4 x 0,250 mm
2 x 0,050 — 4 x 0,250 mm
inf. variable up to 1000 m
ca. 20 — 25 cycles/min.
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POWERFUL HEAVY DUTY
BAG MAKING MACHINES

PALLET COVERS, HEAVY DUTY BAGS,
LAQUERING HOODS, SQUARE BOTTOM BAGS, LINER, U-LINER,
BOTTLE-BAG LINER

BAGMAKING MACHINERY SOLUTIONS




MAXIMUM FLEXIBILITY BY MODULAR MACHINE DESIGN

With only one machine, all liner types for 1, 2 and 4-loop FIBC

STABILITY GENIUS e

Long term approved welding machines — universally extendable by modular design. A special version for the production

of FIBC liners is available, creating added value. Material savings plus improved shrinkage are the main advantages of the

Y-hood pallet shrink covers.
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REWINDING UNIT ] : - FORM SEALING ATTACHMENTS
Type ABW/A — semi automatic shaftless rewinder (single : U-liner, 90 degree liner, 138 degree liner, Y-hoods and square
or double track) directly driven by servo-motor. ] bottom bags.

.
O
5 (0] ] =9
i o0 ! H0 m
= e | o : | 0]
| I r S L &S
i ot - H \
it it it z = e ‘ T \ b ——

AB /WS FOLDING DEVICE AB/SP
The basic machine with stacking table, available in Singe or double folding available as an option. Special execution with longitudinal sealing for production

widths up to 3600 mm. of 138 degree liners.




